
85855300. Strut Subframe Crossmember with
. Mounts (26" Outside to Outside).......140.00
85855400. Strut Lower Control Arm Kit
. (for Pair of “SuperStruts”) (A)..........$255.00
86854900. Tie Rod Tube Kit (B)............................60.00
85857545. Alum. Steering Arms (Pr).....................75.00
85857560. Poly Bump Stop..................................10.00
85856000. Upper Rubbers (Each)...........................2.00
85856100. Torrington Bearing Kit (3/4")
. with Washers......................................12.00
85856200. Upper Spring Mnts (Pair).....................64.00
85856700. Spherical Bearings (5/8) (Pair)............23.00
85856800. Bearing Carriers (Pair).........................23.00
85856900. Snap Rings (4)......................................5.00
17166300. Spanner Wrench for Adj. Struts.............8.00
85857540. Lower Mounting Stud
. for Strut..............................................20.00

Performance is clearly a strong point of the 
new Morrison “SuperStrut.” 

A companion front subframe assembly 
makes it easy to install a strut suspension 
on most any vehicle. Available in kit form 
or completely fixture welded.
85855000. Basic Competition “SuperStrut” Assy,
. with Spring (Pair)........................$1,590.00
50851639. Comp. “SuperStrut” w/M-D Brakes &
. Lower Control Arm Kit (Pr)............2,490.00
50851689. Comp. “SuperStrut” w/H-D Brakes &
. Lower Control Arm Kit (Pr)............2,550.00
85855500. Un-Welded Strut Subframe Assy.......850.00
85855501. Welded Strut Subframe Assy.............955.00
85855600. Cable Front Travel Limiter Kit (C).........50.00
85855200. Upper Strut Mounting Kit for
. Pair of “SuperStruts”..........................75.00

Benefitting from over 25 years 
experience manufacturing MacPherson-
type front struts for racing and street use, 
Art Morrison Enterprises, Inc. has 
developed what is being recognized as the 
most effective, practical and economical 
racing strut on the market today. It’s called 
the “SuperStrut,” and as you can imagine, 
it’s designed primarily for use in the 
“Super” classes and heavy E.T. Bracket 
cars. Vehicle weights up to 4,000 lbs. are 
acceptable because the body of Morrison’s 
“SuperStrut” is made from a high quality 
steel casting and the spindle is machined 
from heat-treated 4140 bar stock. 
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